
GLIMAKRA OF SWEDEN AB | Box 125 | SE-289 04 Glimåkra | Försäljning +46 44 454 10 | Sales +46 44 454 20

info@glimakra.com | www.glimakra.com | Org.no 556120-7837 | VAT.no SE556120783701

GLIMAKRA

OFSWEDEN

P R O D U C T  S H E E T  /  2 0 1 9  1 2  0 4

L i m b u s  A d d o n
A d d o n  s c r e e n

D e s i g n :  Te a m  G l i m a k r a



GLIMAKRA OF SWEDEN AB | Box 125 | SE-289 04 Glimåkra | Försäljning +46 44 454 10 | Sales +46 44 454 20

info@glimakra.com | www.glimakra.com | Org.no 556120-7837 | VAT.no SE556120783701

GLIMAKRA

OFSWEDEN

1800 / 2000 / 2400

100

800 / 1000 /1200 / 1400 / 1600

   
   

4
0

0

10

P R O D U C T  S H E E T  /  2 0 1 9  1 2  0 4

L i m b u s  A d d o n
A d d o n  s c r e e n

D e s i g n :  Te a m  G l i m a k r a

D I M E N S I O N S

Other dimensions on request.

Thickness: 10 mm

Corner radius: Lower corner 6 mm, upper corner 15 mm 

(Exception to LimbusDeskup Soft and LimbusFloor Soft where 

all corners have a radius of 15 mm.)

Weight [kg]:

Height [mm]: 400

Width 800 mm 3.7

Width 1000 mm 4.6

Width 1200 mm 5.5

Width 1400 mm 6.4

Width 1600 mm 7.4

Width 1800 mm 8.3

Width 2000 mm 9.2

Width 2400 mm 11.0

D E S C R I P T I O N

Custom fitted addon screen for mounting on a desk-up screen 

or floor screen. 

Suitable for desk-up screens and floor screens in the range of 

Contrast and Limbus by Glimakra. Other uses on request. 

Material: Acrylic plastic

Fitting: Aluminium, adds 10 mm

Mounting: Attached to the screen with 3-4 fittings in 

integrated threaded sleeves.

100% recyclable materials.

P L A C I N G  O F  F I T T I N G S

Screen width up to 1799 mm:

3 fittings, 2 are placed 100 mm from outer edge to hole center 

and 1 is placed in the middle.

Screen width 1800-2400 mm:

4 fittings, 2 are placed 100 mm from outer edge to hole center 

and 2 are placed evenly distributed between the outer fittings.

C E R T I F I C A T E S

Glimakra of Sweden AB is certified according to

ISO 9001:2015 and ISO 14001:2015.

S P E C I F I C A T I O N  T E X T

E.g: Glimakra Limbus Addon 1600 x 400 x 10 mm.

With Limbus Addon, you can reduce sound propagation while retaining a free field of view and maintaining a good light 

inlet. Limbus Addon can be customized to most desk-up screens and floor screens in the range of Contrast and Limbus by 

Glimakra.
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